
Push up to engage  
into top track.

Push down 
to remove 
door from 
top track.
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21- Screw top track to ceiling, using equal spacing. 
2- Position bottom track on the floor. (Do not fix yet). 

Push up white plastic section of the guide to engage into top  
track. To remove door from the top track, pull down on top guide  
as shown. The guide will then disengage from the top track.  
Lift door out at an angle.

Insert door into back channel of top and bottom tracks. 

Only applicable to this track.

Engaging the top guide

HOW TO FIT 
SLIDING 
DOORS

Assembly Instructions

V1

Please check your opening for any 
hidden electrical wires and water 
pipes before / screwing.

TOOLS REQUIRED:

1

2

Front 
of 
track

Back channel

98-1500



UNB_DOOR_INSTRUC_01.19Note: Some components may differ on aesthetic slightly, but fit the same as is shown.

5

Page 2 of 3

After marking where the drill holes will be, drill through the track into 
the floor.  Fix by screwing into the floor using suitable fixings. (You can 
also use double sided tape to secure bottom track if preferred).

Remove the door.3 4Position door on both sides of the track and level up. (Do this by 
moving the bottom track). Mark the floor once in position.

If you system uses fixing disks (provided) If no fixing disks are required

37mm
100mm

Remove the door. For all track types, measure in 100mm 
from both ends and then space out evenly across the 
length of the track (approx 500mm).

IMPORTANT:
For all track types, measure 
in 100mm from both ends 
and then space out evenly 
across the length of the 
track (approx 500mm).

Measure in 37mm from the front edge of the bottom track and mark 
another line for the placement of your track fixing disks.  Fix by screwing 
into the floor using suitable fixings.
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8 Repeat steps 6 & 7 on all doors.

Adjust the bottom wheels using a 4mm Allen key, altering the 
height and angle of each door. Note: Adjust the bolt closest to  
the floor. 

Once the doors are inserted into the track, if required remove the 
yellow transportation lock to engage the anti jump system. 7c7b
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6 7aRe-insert door. Make sure to fit the back doors first.
1- Align the doors so the end doors are plumb to the side walls. To alter the height and angle of each door, adjust the bottom wheels as shown.   
2- With the doors in position, follow steps A-C above to engage the anti-jump system. 

BACK OF WARDROBE

Using a pozidrive 
screwdriver turn the 
screw clockwise to 
raise the door and 
anticlockwise  
to lower the door.

A - Rotate anti-jump 
clip into open position. 

Note: Clips must be engaged to ensure doors do not leave the tracks. To dis-engage anti-jump 
clip just reverse procedure. In the unlikely event of the anti-jump clip becoming detached during 
engagement, simply snap it back into its original position shown on drawing A.

B - Push anti-jump clip  
fully down into the track.

C - Push anti-jump clip  
fully down into the track.

1 2Back of wardrobe

Step 7a is for doors with visible bottom wheels and a flag on the reverse side only

Step 7b is for doors with visible wheels  
with springs

Step 7c is for doors with hidden  
bottom wheels only








